
Kensington AD220S3 USB-C Mobile Dock.
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Inside the Box.
One AD220S3 USB-C Mobile Dock.
One USB-C to USB-C cable.
One Quick Installation Guide.
One Compliance Sheet.
One Warranty Card.
One Welcome Card.

Register your dock at kensington.com/register.



1. Connect the dock to the laptop.

Use the included USB-C to USB-C cable to connect the dock to the laptop. Connect one end to the USB-C host port on the dock (the port with the laptop and battery icon).  
Connect the other end to a USB-C port on your laptop.  The USB-C port on your laptop should support Alt Mode and Power Delivery.

2. The front of the dock (from left to right).

One USB-C host port.
One SD card reader and one Micro SD card reader that support SD3.0, UHS-I.
One headphone combo jack.
Three USB-A 3.2 Gen1 ports (up to 5V/0.9A/5Gbps) appropriate for connecting accessories such as thumb drives, keyboards, and mice.
One USB-C 3.2 Gen1 port (up to 5V/0.9A/5Gbps) appropriate for connecting accessories such as thumb drives, keyboards, and mice.



The back of the dock (from left to right).
Two HDMI ports. Use HDMI1 for Alt Mode and HDMI 2.0.  Use HDMI2 with Silicon Motion and HDMI 1.4.
One VGA port to use with Silicon Motion.
One USB-C power pass-through port (it has a plug icon above it). This port requires a minimum of 85W PD from your USB-C power adapter. 
It is recommended that you use a 100W USB-C power adapter for full capabilities.
One Ethernet port (10/100/1000Mbps).



Video specifications.

Single Monitor: HBR3 with DP1.4.  HDMI1 provides 4K @ 60Hz; HDMI2 provides 4K @ 30Hz;  VGA provides 1080p @60Hz.

Dual Monitors: HBR3 with DP1.4. Using HDMI1 with HDMI2 provides 4K @ 60Hz on HDMI1 and 4K @ 30Hz on HDMI2. 
Using HDMI1 with VGA provides 4K @ 60Hz on HDMI1 and 1080p @ 60Hz on VGA. Using HDMI2 with VGA provides 4K @ 30Hz on HDMI2 and 1080p @ 60Hz on VGA. 

Triple Monitors: HBR3 with DP1.4. HDMI1 provides 4K @ 60Hz. HDMI2 provides 4K @ 30Hz. VGA provides 1080p @ 60Hz.



When your laptop lid is open, you can have up to four individual displays: your laptop as one display (labeled A), two HDMI monitors (labeled B and C), and one VGA monitor (labeled D). 
When your laptop lid is closed, you can have up to three individual displays: two HDMI monitors (labeled A and B) and one VGA monitor (labeled C).



Silicon Driver Installation Guide.

a. Connect the dock to your laptop. The dock will activate the INSTANTVIEW flash drive.

b. Open the INSTANTVIEW folder. For Windows:  Click "Windows InstantView" to install the driver. For macOS: Click "macOS InstantView.app" to install the driver.



c. Install the Silicon Motion driver to enable video display.

d. Find the InstaView User Manual in the flash drive folder for further details.

e. Always download the latest driver by clicking this URL link: https://www.siliconmotion.com/downloads/index.html.



For support, visit kensington.com/support.


